DRAWING AMENDMENTS 

Pursuant to the Examiner's objection to the drawings as failing to comply with 37 
CFR 1 .84(p)(5), formal drawings have been provided and these include the necessary text 
descriptions for the decision paths 208 to 210 and 208 to 209 as mentioned in the 
specification. 
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FIG. 2A 



2/3 



CALLING PARTY INITIATES A COMMUNICATION 
CONNECTION TO CALLED PARTY WHO IS USING A 
PACKET-BASED TERMINAL DEVICE 



COMMUNICATION CONNECTION IS EXTENDED THROUGH 
THE LOCAL SERVICE PROVIDER TO END OFFICE 
SWITCH THAT SERVES THE CALLED PARTY 



201 



202 



PACKET-BASED TERMINAL DEVICE ADDRESSING 
SYSTEM ACCESSES A SOURCE OF DATA TO PRESENT 

A MENU ALLOWING THE CALLING PARTY 
TO IDENTIFY WHETHER THEY ARE TRYING TO REACH 
THE CIRCUIT-BASED TERMINAL DEVICE 
OR THE PACKET-BASED TERMINAL DEVICE 
FOR THE CALLED PARTY 



CIRCUIT 
TERMINAL 



-BASED 
DEVICE. 



203 



205 



EXTEND THE 
COMMUNICATION 
CONNECTION TO 
THE CIRCUIT-BASED 
TERMINAL DEVICE 



CALLING PARTY ELECTS WHICH DESTINATION 
SHOULD BE PURSUED 

PACKET-B ASED~TERMINAL device! 
NO 




DOES CALLED PARTY HAVE MULTIPLE 
PACKET-BASED TERMINAL DEVICES ? 



YES 




PACKET-BASED TERMINAL DEVICE 
ADDRESSING SYSTEM OFFERS THB CALLING 
( PARTY THE OPTION TO SELECT A PREDETERMINED 
\ PACKET-BASED TERMINAL DEVICE OR LOCATES 
\ ANY ACTIVE PACKET-BASED TERMINAL 



208- 



209 




PREDETERMINED 



PACKET-BASED TERMINAL DEVICE ADDRESSING 
SYSTEM EXCERPTS IP ADDRESS FROM THE 
MEMORY AND QUERIES THE PACKET-BASED 
COMMUNICATION SERVICE TO DETERMINE WHETHER 
THE CALLED PARTY IS PRESENTLY ACTIVE 



CALLING PARTY IS 
PROVIDED WITH A 
BUSY SIGNAL 



PACKET-BASED COMMUNICATION SERVICE 
TRANSMITS TERMINAL LOCATION RESPONSE 
MESSAGE TO PACKET-BASED TERMINAL DEVICE 
ADDRESSING SYSTEM 
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TO FIG. 2B TO FIG. 2B® 
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FIG. 2B 



FROM FIG. 2A 
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PACKET-BASED COMMUNICATION 
SERVICE ACTIVATES THE END 
OFFICE SWITCH TO EXTEND THE 
COMMUNICATION CONNECTION FROM 
THE CALLING PARTY TO PACKET-BASED 

COMMUNICATION SERVICE FOR 
CONNECTION TO THE CALLED PARTY'S 
PACKET-BASED TERMINAL DEVICE 
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FROM FIG. 2A 



PACKET-BASED TERMINAL DEVICE 
ADDRESSING SYSTEM EXCERPTS THE 
IP ADDRESS FROM THE MEMORY AND 
USES THIS IP ADDRESS TO QUERY 
ALL OF THE PACKET-BASED 
COMMUNICATION SERVICES TO 
DETERMINE WHETHER THE CALLED 
PARTY IS PRESENTLY ACTIVE 



ASSOCIATED PACKET-BASED 
COMMUNICATION SERVICE TRANSMITS 
A TERMINAL LOCATION RESPONSE 
MESSAGE TO THE PACKET-BASED 
TERMINAL DEVICE ADDRESSING SYSTEM 



PACKET-BASED TERMINAL DEVICE 
ADDRESSING SYSTEM TERMINATES 
THE TERMINAL DEVICE LOCATION 
PROCESS 



PACKET-BASED TERMINAL DEVICE 
ADDRESSING SYSTEM ACTIVATES END 

OFFICE SWITCH TO EXTEND THE 
COMMUNICATION CONNECTION FROM 
THE CALLING PARTY TO THE 
PACKET-BASED COMMUNICATION SERVICE 



CONNECTION ESTABLISHED WITH THE 
CALLED PARTY'S PACKET-BASED 
TERMINAL DEVICE 



